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UNITED STATES. 



MUNICIPAL ORDINANCES, RULES, AND REGULATIONS 
PERTAINING TO PUBLIC HYGIENE. 

[Adopted since July 1, 1911.] 

SACRAMENTO, CAL. 

PLUMBING, HOUSE DRAINAGE, CESSPOOLS, AND PRIVIES. 

Section 1. No person, firm, or corporation shall in the city of Sacramento engage 
in or work at the business of plumbing, either as a master or journeyman plumber, 
unless such person, firm, or corporation shall have first obtained a license therefor, 
from the board of health of said city, as hereinafter provided. 

Sec 2. The term "master" or "practical" plumber, as used in this ordinance, shall 
be decided to mean a person who has learned the business of plumbing by working 
at the same, for at least three years,' as an apprentice or under verbal agreement for 
instruction, and who has then worked for at least one year as a first-class journeyman 
plumber. 

The term "journeyman" plumber, as used in this ordinance, shall be deemed to 
mean one who personally does any work which is subject to inspection under any 
ordinance, rule, or regulation adopted by the board of health of the said city of Sacra- 
mento. 

Sec. 3. No person, firm, or corporation shall carry on business or labor, or perform 
any work as a master or journeyman plumber within the limits of the city of Sacra- 
mento until such person, firm, or corporation shall have obtained from the board of 
health of said city a license authorizing him to carry on such business, or labor as 
such mechanic. 

A license so to do shall be issued duly after a satisfactory examination by the board 
of health of each applicant upon his qualification to conduct such business or to so 
labor. 

Such examination shall be held at the office of the board of health, and at such 
time as such board may direct. In the conduct of such examinations the said board 
may, in its discretion, invoke the aid and assistance of one or more competent 
plumbers, who have a license to carry on business or labor as a master or journeyman 
plumber in said city, and who shall, for so doing, aiding and assisting the board of 
health in such examination, receive no compensation. 

Sec. 4. All applications for license shall be accompanied by an affidavit of the appli- 
cant, setting forth the name, age, nativity, and place of business of such applicant, 
or the name and place of business of the person, firm, or corporation employing such 
applicant, and the number of years during which such applicant carried on business 
or labored as a master or journeyman plumber. All licenses issued shall state the 
name in full, age and nativity, and place of residence of the applicant so licensed. 
It shall be the duty of the secretary of the board of health to keep a record of all such 
licenses issued, together with an alphabetical index to the same, and the name, age, 
and address of such person, firm, or corporation so licensed. 

Sec 5. No person who has not yet attained the age of 21 years and who is not a 
practical plumber shall receive a license as a master plumber from the said board of 
health. 

Sec. 6. No license shall be granted by the said board of health authorizing a master 
or journeyman plumber to carry on business or labor as such in said city of Sacramento 
for a longer period than one year, and all licenses shall expire upon the first Monday in 
January of each year, unless sooner revoked by said board of health. Upon the 
expiration of the annual license, every master and journeyman plumber carrying on 
business or laboring as master or journeyman plumber in said city of Sacramento 
shall within 30 days after the expiration of his license, apply to the said board of 
health for a renewal of his license, which may be granted by said board with or without 
an examination of the applicant, in the discretion of the said board, provided that 
such applicant, has at some previous time been examined by said board. The secre- 
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tary of the board of health shall keep a record of all licenses, as provided by section 4 
of this ordinance. The board of health shall, upon examination,- as provided by sec- 
tion 3 of this ordinance, issue licenses for an unexpired portion of a year, the same to 
expire at the same time and to be renewed as other licenses granted by said board 
under the provisions of this ordinance. 

Sec. 7. No person shall display upon any sign, placard, or otherwise in front of or upon 
or in or about his place of business words signifying that he is a plumber unless he be 
a licensed master plumber. Any plumber, if he change his place of business, shall 
reregister as above provided. 

Sec. 8. It shall be unlawful for any unlicensed plumber in the city of Sacramento 
to engage in the plumbing business or to make any connection with the sewers, drains, 
soil or waste pipes or remove or replace any toilet fixture or trap connected therewith 
in said city. 

The requirement of these rules and regulations shall not be construed to include 
leaks, repairing faucets, breaks in pipes, or stoppage of leaks. 

Sec. 9. Before any portion of the drainage and plumbing system of a building, 
premises, or establishment shall be constructed, or any alteration made in the drainage 
or plumbing of the building already erected (except in case of repair of leaks) the 
owner, or his authorized agent, or his authorized master plumber, shall receive at the 
office of the board of health a permit to start said work, and when said building is 
ready for first inspection he shall furnish plans of the drainage and specifications of 
the plumbing, which shall distinctly indicate the location, size, kind, and material 
of all pipes, traps, closets, fixtures, etc., used in such construction. 

Sec. 10. Within two working days, after permit has been asked, it will be granted 
or refused by the board of health; if refused, the reason for so doing will be stated in 
writing. After plans and specifications have been placed on file, no alteration shall 
be made without written authority from the board of health. 

Immediately upon the completion of the plumbing system of a building, notice must 
be given the board of health to that effect and the work must be ready for the final 
inspection of the plumbing inspector. 

The failure upon the part of a master plumber to make application for first and 
final inspection or the violation of any of the rules of the board of health, as to the 
construction of plumbing work and the failure to correct faults after notification, shall 
be deemed sufficient cause to have his license suspended for such length of time as the 
board may deem proper. 

No master plumber shall construct or alter any system of plumbing during the period 
of his suspension. 

Sec. 11. When a building is moved or when an addition or alteration is made to or 
in a building or the plumbing thereof, or when any remodeling or repairing of any soil, 
waste, or vent pipe is to be made, or when new plumbing is to be done in or for an 
old building, then such plumbing in such old building must be done in accordance 
with the ordinances of this city and the rules and regulations of the board of health, 
relative to the plumbing of new buildings, and the same shall be inspected by the 
plumbing inspector. 

Sec 12. All materials used must be of good quality and free from defect and the 
work must be executed as per plans filed at tbe office of the board of health and in a 
thorough and workmanlike manner; every soil, waste, and vent pipe must be either 
of cast iron, galvanized wrought iron, or lead; all soil and waste pipes and fittings 
must be sound and free from cracks, sandholes. and other defects, and of a uniform 
thickness known in commerce as "standard" in buildings that are three stories in 
height; and when buildings are more than three stories in height if cast-iron pipe is 
used such cast-iron pipe must be what is known in commerce as "extra heavy" up 
to the floor line of the third floor from the roof: Provided, however, That the entire 
system of plumbing may be extra heavy pipe. 

All cast-iron pipe and fittings must be coal-tar coated both inside and outside, 
applied hot. 

No lead waste pipe smaller than U inches inside diameter shall be used or for a 
greater distance than 5 feet. 

The weight per foot shall not be less than the following sizes: 

STANDARD OR ORDINARY. 

Pounds per 
Inside diameter: linear foot. 

2 inches 3J 

3 inches 4J 

4 inches 6$ 

5 inches 8 

6 inches 10 

105 
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EXTRA HEAVY. 

Pounds per 
Inside diameter: linear foot. 

2 inches 5£ 

3 inches 9| 

4 inches 13 

5 inches 17 

6 inches 20 

Cast-iron pipe shall not be of less diameter than 2 inches. Galvanized wrought- 
iron waste pipe shall not be of less diameter than 2 inches. 

Where galvanized wrought-iron pipe is used, it must be what is known in commerce 
as standard size, full weight, and thickness. 

All pipes must be well reamed and freed from all burrs and obstructions. The 
fittings and sockets shall be known as recessed and coal tar coated both inside and 
outside applied hot. 

Sec. 13. The arrangement of soil and waste pipes must be as direct as possible. The 
drain, soil, and waste pipes and traps should be exposed to view, ready for inspection 
at all times and for convenience in repairing. 

Sec 14. Every house or building must have a water-tight cesspool between such 
house or building and sewer, as herein provided for in section 36 of this ordinance. 

The contracting plumber must see that the cesspool has been inspected and passed 
upon by the plumbing inspector before making any connection with any soil pipe, waste 
or overflow pipe. 

Each tenement, flat, and store must be provided with not less than one water closet. 
In all places of employment, there must be provided riot less than one water closet for 
every 15 persons. 

In all places of employment where men and women are employed, separate and suf- 
ficient water closets shall be provided for males and females, plainly marked "Men's 
toilet, ' ' "Women 's toilet. ' ' 

When a toilet is located in a yard and is 25 feet or more from the main building, and 
the room in which the fixture is located is not connected with the main building, the 
toilet trap need not be vented, provided that the cesspool has one 4-inch soil pipe con- 
nected with it, as provided in section 25. 

Sec. 15. Every house or building shall be connected with the cesspool with cast iron 
or iron stone pipes. Underneath the building and for 3 feet outside the foundation 
walls thereof, the house drain, or soil pipe shall be of cast iron; thence to the cesspool 
it may be of vitrified iron stone pipe: Provided, however, That the top of such iron stone 
pipe is not less than 6 inches below the level of the ground. 

The house drain must have a uniform fall to the cesspool of at least one-quarter of 
an inch to the foot. When ironstone pipe is used it must be jointed with cement 
mortar, worked in by hand, composed of 1 part Portland cement to 2 parts sharp 
clean sand, properly cleaned with a scraper as laid. All joints on cast-iron socket 
pipes shall be made with a suitable packing of hemp or oakum run full with molten 
lead and properly calked. The house drain shall run along the cellar wall when 
practicable, or if laid under the lower floor of a building it shall be hung in iron straps 
securely fastened to the floor joists; and shall be laid in as straight a line as possible. 

All changes of direction on a horizontal line of pipe, or where a vertical line enters 
a horizontal line of pipe must be made with Y and one-eighth or one-sixteenth bends 
and all connections with Y branches and one-eighth bends. 

Heavy brass male thread cleanouts shall be placed at the end of each horizontal 
sewer or drain and its contributory laterals. All cleanouts shall be of the same size 
as the pipe they serve and must be so placed as to be accessible. 

Double hubs shall not be used on waste or sewer lines. 

Sec 16. Every safe under a basin, bath, water-closet, or other fixture, except 
urinal, must be drained by a special pipe of lead or galvanized wrought iron, not 
directly connected with any soil, waste pipe, drain, or sewer, but made to discharge 
outside the house. No waste pipe from refrigerators, ice boxes, floor drains, or soda 
fountains or other receptacles where food is stored shall connect directly with any 
sewer, drain, soil, or other waste pipe. The waste pipe must in all cases empty into 
an open sink or hopper that is properly connected, trapped, and vented, the same 
as other fixtures, with a 2-inch cast-iron pipe and fittings. 

In drains from barber shop basins and bar sinks where vents can not be used- 
connection can be made with the cesspool if a drum trap is used, said drum trap to 
be not less than 4 inches in diameter and 12 inches deep with brass screw flobrplate, 
sewer line to be taken off as near as possible to bottom of trap. 

Sec 17. Dentists' cuspidors shall waste through a 1^-inch trap. The trap shall be 
within 20 inches of the vent pipe. On the inlet side of the trap an extension of 1-inch 
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waste pipe may be run to a length not exceeding 6 feet, reckoning from the trap to 
the end of 1-inch extension. 

Sec. 18. When either a new or an old building is placed upon a lot which has an 
old sewer within the lines of any part of the foundation of such building, such sewer 
must be replaced with extra heavy cast-iron pipe run in accordance with this ordi- 
nance and the rules and regulations of the board of health. 

Sec 19. When lead pipe is used, it must intersect at the same angle as given by 
wyes, one-sixteenth, one-eighth, or one-sixth bends. All connections of lead with 
cast-iron pipe must be made with Barry, Eaymond or brass ferrules, of the same size 
as lead pipe and connected to the same by a wiped joint and be properly calked into 
the fittings with oakum and molten lead. " In no case shall either brass or iron sleeves 
be allowed. 

Where screw fittings are used to connect the trap of a fixture the connection between 
such fitting and trap may be made by using a male solder nipple properly tinned and 
connected to trap by a wiped joint, or the connection between the brass trap and such 
fittings may be made by using a brass bushing, thoroughly tinned on the inside and 
carefully sweated to trap. 

In no case shall slip joints be allowed on the sewer side of a trap. 

Sec. 20. No brick, sheet metal, or earthenware flue shall be used as a sewer ventila- 
tor, nor shall any chimney flue be used for such purposes. 

Sec. 21. Each air and light shaft, in interior of buildings, shall be provided with 
a galvanized-iron ventilating duct (10 by 13 inches) leading from the outside of build- 
ing and extending to bottom of shaft, and shall be provided with a water-tight metal 
hood at bottom of shaft and inlet. The opening at each end of duct shall be covered 
with fine metal screens. 

Sec. 22. No single or double fitting known to the trade as a "sanitary T branch" 
shall be used on a horizontal pipe to receive the discharge of any toilet or fixture, or 
line of soil or waste pipe. 

Quarter bends with 2-inch outlets can not be used for venting unless the side outlet 
is in a vertical position. 

' No "sanitary T branch" with a 2-inch outlet shall be used unless side outlet has an 
angle equal to that of one-half Y branch, to receive the discharge of any fixture, in 
which case it shall be used only on vertical lines of pipe. 

No "sanitary T branch" with a 2-inch side outlet can be used to receive the dis- 
charge of a toilet through the top of the fitting. 

No closet soil pipe shall be less than 4 inches inside diameter. When 9 or more 
closets are connected to one soil or drain pipe, said soil or drain pipe shall not be 
less than 5 inches in diameter and shall be continued up to and through the roof: 
Provided, however, Where such 5-inch soil pipe does not rise over 5 feet and has two or 
more 4-inch branch soil pipes extending through the roof, said 5-inch soil pipe may 
not be extended through the roof. 

When a "sanitary T branch" with a 2-inch side outlet is used to receive the dis- 
charge of a toilet and a tub or other fixture, such tub or fixture must be back vented 
if the seal of the trap is a greater distance than 20 inches measuring along the angles 
of the pipe or fittings to the point where it intersects the "sanitary T branch." 

If the seal of the trap has a rise of over 4 inches and is within the 20-inch limit, 
said trap must be vented. 

No saddle flange shall be used on soil or waste pipe. 

Quarter bends with 2-inch heel inlet can not be used for waste unless the inlet is 
in a vertical position. 

Sec. 23. Rainwater leaders, when inside of a building must be properly secured and 
calked with oakum and molten lead, or of wrought galvanized iron, secured as if they 
were to be used as soil or waste pipes. 

Sec. 24. Every water-closet, urinal, sink, basin or set of wash trays must be sepa- 
rately and effectively trapped. The traps must be placed as near to the fixtures as 
possible. 

In no case shall the trap of one fixture connect with the trap of another. 

When a' single wash tray and a sink abut each other, one trap may serve both fix- 
tures. Two single wash trays, when they abut each other, may use one trap. Both 
fixtures must be in the same room. 

Sec 25. All soil and vent pipes shall be carried full size up to and 6 inches above 
the highest point of the roof and left open; the vent shall follow the angle of the roof 
on the underside, and shall not be carried to the open air until within 20 inches of 
the top of the roof; branch vents may be connected with the soil pipe, with an in- 
verted Y at a point not less than 3 feet and 6 inches above the floor line of the highest 
fixture. If but one fixture on a vertical line, the vent shall be a continuation of the 
soil or waste pipe, to extend undiminished in size 6 inches above the highest point of 
the roof. No air or soil pipe shall terminate less than 2 feet above the top of highest 
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window of' any building situated within 15 feet thereof. Vent pipes terminating 
above the extension roof shall be carried under the extension roof and terminate 6 
inches above the main roof. All traps to sinks, basins, urinals or wash trays, which 
are over 20 inches from vent to seal of trap and over 2 inches drop, shall be vented 
by a special air pipe taken off the crown of the trap and connected with the main 
vent by an inverted Y at least 3 feet and 6 inches above the floor line. All vents 
terminating above flat roofs must be extended 6 inches above the fire wall. 

Sec. 26. Slop hoppers set upon a wooden floor must be connected with waste pipe 
with lead wiped onto brass, Barry or Raymond ferrule, and the same to be calked into 
the waste pipe. 

All slop hoppers shall be provided with a suitable trap of not less than 2 inches in 
diameter and be vented. Bell traps shall not be allowed in any case. No hoppers 
shall be allowed in any building used as a residence. 

Sec. 27. All closets that are roughed in, over 24 inches from center of closet open- 
ing, when same passes through floor to vertical vent stack, must be back vented with 
a special 2-inch air vent carried back and up main vent stack at least 3 feet 6 inches 
above the floor line of top fixtures. No rubber flush or vent couplings shall be allowed. 

Sec. 28. All tank-operating closets within a building must be supplied from sepa- 
rate tanks or cisterns, the water of which shall be used for no other purposes. A 
group of water-closets may be supplied from one tank. Washout closets shall not be 
inside any house, but may be used on back porche3 and in yards. Hopper, plug, or 
pan closets shall not be used. All closet bowls must have the trap cast or molded 
within the bowl. 

Sec. 29. No wooden sinks, wash trays, or bathtubs shall be allowed on the premises 
of any building which is used as a dwelling, hotel, or restaurant, or can they be used 
without permission of the board of health. 

Sec 30. Water-clotet3 or urinals or ho.pital slop sinks must not be placed in an 
unventilated room or compartment. In every case the room or compartment must 
have a proper opening to the outer air, or be ventilated by means of an air shaft or 
duct with an area of not less than 144 square inches, said shaft or duct not to be used 
for ventilating any habitable room or compartment. The room or compartment 
may also be ventilated by forced ventilation system, exhausting the foul air at ceiling 
line by means of ducts connected with fan system, which system must be kept con- 
stantly in operation. 

Open registers must be placed in lower part of entrance doors to admit a supply of 
fresh air at all times. The air in said rooms or compartments shall be completely 
changed not less than eight times per hour. 

All toilet rooms in apartment houses shall be specially ventilated by means of a 
fresh-air duct 18 inches from surface of floor and an outlet duct 12 inches from ceiling — 
each of said ducts to have a surface area of 144 square inches. 

Sec. 31. No soil, waste, leader, or vent pipe of any kind shall be built into brick, 
stone, or concrete walls. When necessary to conceal pipes of this class they must be 
run in suitable reveals or recesses. 

Sec 32. No closet soil pipes shall be less than 4 inches inside diameter. When 
nine or more closets are connected to one soil or drain pipe, said soil or drain shall not 
be less than 5 inches in diameter and shall be continued up to and through the roof, 
in compliance with section 25: Provided, however, Where such 5-inch pipe does not 
rise over 5 feet and has two or more 4-inch branch pipes extended through the roof, 
said 5-inch soil pipe may not be extended through the roof. 

Vertical lines of soil pipe with a rise of 7 feet and that are connected with another 
line of soil pipe must be continued through the roof. Branches for closets shall not 
be less than 4 inches in diameter. 

Vertical or horizontal lines of waste pipe with one to six fixtures connected thereto 
shall not be less than 2 inches in diameter. 

More than 12 fixtures on a 3-inch pipe and continued full size through the roof: 
Provided, however, That such 3-inch line of waste pipe does not have a drop of more 
than 5 feet and has two or more lines of 2-inch vent pipes extending through the roof, 
said 3-inch line of waste pipe may not be extended through the roof. 

Sec. 33. No drainage from the roof of any building or structure within the city of 
Sacramento shall be connected with any cesspool or vault, nor shall it be connected 
directly with any public sewer of said city. All drainage shall be disposed of in the 
following manner: When such building or structure abuts on any alley in which 
there is no sidewalk, the water from the roof thereof shall be conducted from the 
gutter thereof to within 5 feet of surface of alley; from this point to within 2 inches 
of the surface of the alley cast or wrought iron shall be used. When there is a side- 
walk in said alley immediately adjacent to the property line, said water shall be 
conducted by means of cast or wrought iron pipe from a point 5 feet above the sur- 
face of the sidewalk down to and under the sidewalk to the outer edge thereof. 
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When such building or structure abuts on the street in which there is a sidewalk, 
the water from the roof thereof shall be conducted from the gutter thereof to within 
5 feet of surface of sidewalk. From this point it shall be conducted by means of a cast 
or wrought iron pipe down to and under the sidewalk to the outer edge thereof. 

All garage and livery -stable wash racks must have a sump properly trapped between 
the wash rack and public sewer. 

Sec. 34. When plumbing work is sufficiently advanced in any building for inspec- 
tion, all soil, waste, drain, or air pipes before being covered up must have all openings 
stopped up and be filled with water. The plumber having charge of the plumbing 
work shall notify the plumbing inspector that such building is ready for inspection, 
and said plumbing inspector shall, within 8 working hours after such notification, 
inspect the work, and if by him found free from leakage and the work done as pre- 
scribed by this ordinance and the rules and regulations of the board of health of the 
city of Sacramento, shall issue a certificate of first inspection to that effect to the 
plumber, when such work may be covered up. After all the fixtures in the building 
are finished and complete, and the drains are connected with the cesspool, the plumber 
having charge of the plumbing work shall notify the plumbing inspector that such 
building is ready for the final inspection. If found to comply with the rules and regu- 
lations, and if the work has been done in a thorough and workmanlike manner, no 
defects appearing, the plumbing inspector shall issue a final certificate of acceptance. 
No building shall be passed unless plans and specifications for the plumbing of the same 
have been previously filed at the office of the board of health. 

Sec. 35. Ventilating pipes must be run with as few bends as possible and the 
branches must be connected to main vent at an angle not less than 45°. When com- 
bined, the vent pipes must be increased in size according to the following table: 

In all buildings of 3 stories or less, 1 to 3 closets, or 6 small fixtures, into a 2-inch 
vent; 1 to 5 closets, or 10 small fixtures, into a 24-inch vent; 6 to 8 closets, or 16 small 
fixtures, into a 3-inch vent; 9 or more closets, or 17 or more fixtures, into a 4-inch vent. 

In buildings over 3 stories in height the vent pipes must be increased in size at 
not greater height than the floor line of the fourth floor. 

Separate lines of soil or waste pipe must be continued full diameter to the point 
where it reaches the open air. 

When lj-inch branch vents are used on fixtures, then the branch vent shall not 
exceed 10 feet vertically. 

Sec. 36. Every house or building must have a water-tight cesspool between such 
house or building and sewer. The size and construction of such cesspool shall be as 
hereinafter provided for. Connection shall be made between the cesspool and public 
sewer by a vitrified iron stone pipe 4 inches in diameter, laid with water-tight joints 
in cement mortar composed of one part Portland cement to two parts clean sharp 
sand. It shall have a fall of not less than one-eighth of an inch to the foot, and be 
so arranged at the cesspool that only the liquids can escape. Each joint of pipe when 
laid must be properly cleaned on the inside with a suitable scraper before the suc- 
ceeding joint is put in place. 

Size, not less than 7 feet deep and 6 feet inside diameter. The bottom to be con- 
crete, 9 inches thick; sides to be 4 inches thick. Bricks to be sound, hard, well-burnt 
brick laid in cement mortar. After the cesspool is built, the interior to receive a 
f-inch coat of plaster mixed as follows: 

Ten pounds hydrated lime to 100 pounds cement dry, equals 100 pounds cement 
dry, one part; add one part good, sharp sand and make into a "sloppy" mortar with 
water and apply. Cesspool to be domed at top and shall have an iron cover cemented 
down and made air tight. 

Size, not less than 7 feet deep and 6 feet inside diameter. The bottom and sides 
and dome to be concrete 9 inches thick. After the cesspool is built, the interior to 
receive a |-inch coat of plaster, sized as follows: Ten pounds of hydrated lime to 
100 pounds cement dry, one part; add one part good, sharp sand, make into a " sloppy " 
mortar with water, and apply. Cesspool to be domed at top and shall have an iron 
cover cemented down and made air tight. 

Sec. 37. When there are no sewers accessible for taking the overflow from cesspools, 
such cesspools as are hereinafter constructed shall be constructed in two compart- 
ments; one of the compartments shall be water tight and shall have an overflow into 
the other compartment, which shall be made water tight for 4 feet below the surface 
of the ground and below that level so arranged that the liquid contents can escape 
into the surrounding soil. 

Sec 38. New cesspools constructed in lieu of those condemned shall be constructed 
in accordance with the provisions of this ordinance. All persons engaged in construct- 
ing cesspools must register at the office of the board of health, and before the cesspool is 
completed must notify the plumbing inspector and afford him an opportunity to 
inspect it. 
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Sec. 39. No steam exhaust shall connect with any drain, soil, or waste pipe. 

Sec. 40. No connection with any public sewer shall be made without a permit from 
the city engineer, and the point at which such connection shall be made shall be 
fixed by the city engineer as well as the manner of connection. No drainage work 
shall be covered or concealed in any way until it has been examined and passed 
upon by the plumbing inspector. - " 

Notice must be given to the inspector when this work is sufficiently advanced for 
inspection. 

Sec. 41. All pipes connected with the city mains, in streets or alleys, must be laid 
solid, and at sufficient depth to be well protected. 

They must not be covered up until passed upon by the plumbing inspector. All 
excavations made for new work, or repairs of service pipes, in alleys, must be carefully 
filled by tamping, or settling with water, and left in as good condition as before exca- 
vating. All tap couplings will be given to the plumbing inspector to deliver to the 
plumber. All soldered connections must be heavy wiped plumber's joints and all 
nipples when connected with the city taps and service pipes must be brass. No lead 
pipe lighter than "A" will be allowed. After the tap has been inserted in the main 
pipe, the plumber in connecting up service pipe must place in yard near the city main 
a straight way valve. The plumber must notify the plumbing inspector when the tap 
connections are ready for inspection and the location of stopcocks given, then the 
plumbing inspector must pass upon the work. 

Flats or buildings being erected or remodeled for occupancy by more than one 
family must have the pipes as follows: 

Tap and service pipes to be 1 inch and branch pipes to be three-quarter inch for two 
families; flange and service pipes, 1J inch and branch pipes three-quarter inch for 
three families; flange and service pipes 1 J inch and branch pipes three-quarter inch for 
four families; flange and service pipes 2 inch and branch pipes three-quarter inch 
for more than four families. No tap or service pipe less than three-quarter inch will 
be allowed, and all pipes must be arranged with straight way valve stopcocks for 
each flat or family. Air chambers must be installed for all fixtures. 

All connections with new tap couplings must be made by the plumber who pro- 
cures the tap, or by a journeyman plumber in his employ who has received a certifi- 
cate of proficiency. 

Any licensed plumber procuring a city tap or making a tap connection for an unli- 
censed plumber or on work of his, will have his license revoked. 

Sec. 42. All cesspools and privy vaults within the city limits shall be emptied of 
their contents and thoroughly cleansed and disinfected as often as they become filled 
or whenever such cleansing and disinfection is deemed necessary and is ordered by 
the board of health. Said contents must be removed beyond the city limits, or to 
such other places, to be used as fertilizers, as may be designated by the board of health, 
and such disinfectants must be used as are prescribed by said board. 

Sec 43. No streets or alleys shall be opened or any distributing pipe tapped with- 
out the permission of the board of trustees, which permission shall not be issued until 
after the plumber, who is to lay the service pipe, has made application therefor, giving 
the size of the tap to be used, and where he wants it inserted; nor shall any permission 
be given until payment to the city collector has been made for the tap as follows, viz: 
For f-inch tap, $6; for 1-inch tap. $8; for lj-inch saddle flange, $20; for lj-inch saddle 
flange, $20; for 2-inch saddle flange, $25; for 2J-inch saddle flange, $30; for 3-inch 
saddle flange, $35; for 4-inch saddle flange, $40. Nor shall any permission be issued 
except to a plumber who has obtained a license annually to do work upon city water 
service pipes. And every plumber laying down any surface pipes shall not put in any 
lead service pipe inferior to letter "A," or galvanized iron; and no black iron pipe 
shall be used, nor shall any hydrant be placed so that others than those for whose use 
it is intended can have access to it without permission .from the city tapper. 

Sec 44. It shall be the duty of the plumber to cause the earth to be removed so that 
the tap can be inserted and fill up the trench before leaving. Stopcocks shall be put 
into each service, and in each branch pipe leading to other premises or additional 
water. taker, which shall be accessible to the city tapper or attach6s of the waterworks; 
and the plumber shall, immediately after laying service pipe, or branch therefrom to 
other premises, or for an additional water taker, report to the clerk of the waterworks the 
exact location of said stopcock; and any plumber or his assistant, who allows it to be 
violated without making complaints to the city tapper or clerk, shall not be permitted 
to lay down, repair, or alter any service, conduit, or other pipe supplied or to be sup- 
plied" with water from the city pipes. No person, except one having license as a 
plumber, or his employee, is permitted to connect any pipe or pipes for the purpose of 
conveying the city water to the main or to any pipe connected therewith. 

Sec 45. Ordinances Nos. 622, 187, 208, 496, sections 4. 5, and 6 of Chapter XV 
of ordinance No. 17, ordinances Nos. 279, 195, 439, 449, 374, 860, 141, 281. 282, 56. 
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126, 790, 752, 739, 457 in relation to plumbing are hereby repealed, and all other 
ordinances in conflict herewith are hereby repealed. 

Sec. 46. Any person violating any of the provisions of this ordinance shall be 
deemed guilty of a misdemeanor, and upon conviction shall be fined not to exceed 
$50. or imprisonment in the city prison, not to exceed 10 days, or by both such fine 
and imprisonment. If any person to whom a license has been issued under the pro- 
visions of this ordinance to carry on business or labor as a master or journeyman 
plumber violates any of the provisions herein contained, he shall in addition to being 
liable to the penalty provided by this section, have his license revoked. 

Sec. 47. This ordinance shall go into effect immediately after its passage, it being 
a matter of urgency for the preservation of the public health. 

[Ordinance No. 980, adopted Aug. 7, 1911.] 



